San Joaquin Valle
AIR POLLUTION CONTROL DISTRICT

' LIVING

FEB 2 6 2013

Gerardo C. Rios, Chief
Permits Office

Air Division

U.S. EPA - Region IX

75 Hawthorne St

San Francisco, CA 94105

Re: Final - Authority to Construct/ Certificate of Conformity (Minor Mod)
Project # 1124365

Dear Mr. Rios:

The Air Pollution Control Officer has issued Authorities to Construct (S-2234-233-
1,'-234-1, and '-239-1) with Certificates of Conformity to Occidental of Elk Hills
Inc. The project authorizes glycol, amine and slop oil tanks each equipped with
vapor control.

Enclosed are copies of the Authorities to Construct. The application and
proposal were sent to US EPA Region IX on February 14, 2013. No comments
were received following the District's preliminary decision on this project.

Thank you for your cooperation in this matter. If you have any questions, please
contact Mr. Leonard Scandura, Permit Services Manager, at (661) 392-5500.

Sincerely,

/@W

Director of Permit Services

Enclosures
rue
Seyed Sadredin
Executive Director/Air Pollution Control Officer
Northern Region Central Region {Main Gffice) Southern Region
4800 Enterprise Way 1990 E. Gettyshurg Avenue 34946 Flyover Court
Modesto, CA 95356-8718 Fresno, CA 93726-0244 Bakersfield, CA 93308-9725

Tel: {209) 557-6400 FAX: (209) 557-6475 Tel: {(559) 230-6000 FAX: {559) 230-6061 Tel: 661-392-56500 FAX: 661-392-5585

www.valleyair.org www.healthyairliving.com
ya g y Q Printed on recycled paper. n
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FEB 2 6 2013

Mr. Dennis Champion
Occidental of Elk Hills Inc
10800 Stockdale Highway
Bakersfield, CA 93311

Re: Final - Authority to Construct / Certificate of Conformity (Minor Mod)
Project # 1124365 :

Dear Mr. Champion:

The Air Pollution Control Officer has issued Authorities to Construct (S-2234-233-
1, -234-1, and '-239-1) with Certificates of Conformity to Occidental of Elk Hills Inc.
The project authorizes glycol, amine and slop oil tanks each equipped with vapor
control.

Enclosed are the Authorities to Construct and invoice. The application and
proposal were sent to US EPA Region IX on February 14, 2013. No comments
were received following the District's preliminary decision on this project.

Prior to operating with modifications authorized by the Authority to Construct, you
must submit an application to modify the Title V permit as an administrative
amendment in accordance with District Rule 2520, Section 11.5.

Thank you for your cooperation in this matter. If you have any questions, please
contact Mr. Leonard Scandura, Permit Services Manager, at (661) 392-5500.

Sincerely,

“Advid Warner _
““Director of Permit Services

Enclosures
rue
Seyed Sadredin
Executive DirectorfAir Pollution Control Officer
Northern Region Central Region (Main Office) Southern Region
4800 Enterprise Way 1990 E. Gettysburg Avenue 34946 Flyover Court
Modesto, CA 95356-8718 Fresno, CA 93728-0244 Bakersfield, CA 93308-9725
Tel: {209} 557-6400 FAX: (209) 557-6475 Tel: {(559) 230-6000 FAX: (b59) 230-6061 Tel: 661-392-6500 FAX: 661-392-5585

www.valleyair.org www.healthyairliving.com
Printed on recyclad paper. n



San Joaquin Valley
AIR POLLUTION CONTROL DISTRICT HEALTHY /

AUTHORITY TO CONSTRUCT

PERMIT NO: S-2234-233-1 ISSUANCE DATE: 02/25/2013
LEGAL OWNER OR OPERATOR: OCCIDENTAL OF ELK HILLS INC
MAILING ADDRESS: 10800 STOCKDALE HIGHWAY
BAKERSFIELD, CA 93311
LOCATION: GAS PLANT
SECTION SE-35, T-30S, R-23E
TUPMAN, CA

SECTION: NW35 TOWNSHIP: 30S RANGE: 23E

EQUIPMENT DESCRIPTION:
2000 GALLON AMINE SUMP TANK CONNECTED TO EXISTING GAS GATHERING SYSTEM

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2201] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. All equipment shall be maintained in good operating condition and shall be operated in a manner to minimize
emissions of air contaminants into the atmosphere. [District Rule 2201] Federally Enforceable Through Title V Permit

4. Storage tank shall be equipped with a vapor recovery system consisting of a closed vent system that routes all VOCs
from the storage tank to a field gas gathering system. The vapor recovery system shall be APCO-approved and
maintained in leak-free condition. [District Rules 2201and 4623] Federally Enforceable Through Title V Permit

5. Storage tank and all piping, valves, and fittings shall be constructed and maintained in a leak-free condition. [District
Rules 2201 and 4623] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

DAVID WARNER, Director of Permit Services

S/AZ%%;’S-,(" Feb 25 2013 11:42AM — EDGEHILR : Joint Inspection NOT Required

il
v Southern Regional Office s 34946 Flyover Court » Bakersfield, CA 93308 « (661) 392-5500 » Fax (661) 392-5585




Conditions for S-2234-233-1 (continued) Page 2 of 3

6.

10.

1.

12.

13.

14.

15.

16.

17.

For components affixed to the tank or within 5 feet of the tank a leak-free condition is defined as a condition without a
gas leak or a liquid leak. A gas leak is defined as a reading in excess of 10,000 parts per million by volume (ppmv), as
methane, above background on a portable hydrocarbon detection instrument that is calibrated to methane in accordance
with the procedures specified in EPA Test Method 21. A liquid leak is defined as the dripping of organic liquid at a
rate more than 3 drops per minute. A gas or liquid leak is a violation of this permit and shall be reported as a deviation.
[District Rule 2201] Federally Enforceable Through Title V Permit

For components connecting the tank to the gas gathering system a leak-free condition is defined as a condition without
a gas leak or a liquid leak. A gas leak is defined as a reading in excess of 2,000 parts per million by volume (ppmv), as
methane, above background on a portable hydrocarbon detection instrument that is calibrated to methane in accordance
with the procedures specified in EPA Test Method 21. A liquid leak is defined as the dripping of organic liquid at a
rate more than 3 drops per minute. A gas or liquid leak is a violation of this permit and shall be reported as a deviation.
[District Rule 2201] Federally Enforceable Through Title V Permit

VOC fugitive emissions from tank and from components in piping from tank to vapor control system trunk line shall
not exceed 0.2 Ib/day. [District Rule 2201] Federally Enforceable Through Title V Permit

VOC fugitive emissions from tank vapor control system shall not exceed 0.1 Ib/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

For components affixed to the tank or within 5 feet of the tank, permittee shall maintain with the permit accurate
fugitive component counts and resulting emissions from tank components and from components in piping from the
tank to vapor control system truck line calculated using (ALR) equations for a 10,000 ppmv leak threshold included in
EPA, "Protocol for Estimating Leak Emissions" (EPA - 453/R-95-017, November 1995). [District Rule 2201]
Federally Enforceable Through Title V Permit

For components connecting the tank to the gas gathering system, permittee shall maintain with the permit accurate
fugitive component counts and resulting emissions from tank components and from components in piping from the
tank to vapor control system truck line calculated using (ALR) equations for a 2,000 ppmv leak threshold included in
EPA, "Protocol for Estimating Leak Emissions" (EPA - 453/R-95-017, November 1995). [District Rule 2201]
Federally Enforceable Through Title V Permit

Gas-leak concentration shall be determined by EPA Method 21. [District Rule 2201] Federally Enforceable Through
Title V Permit

Permittee shall comply with applicable monitoring, inspection, maintenance, and recordkeeping, and reporting
requirements of Rule 4409. [District Rule 4409] Federally Enforceable Through Title V Permit

Any tank gauging or sampling device on storage tank vented to the vapor recovery system shall be equipped with a
leak-free cover which shall be closed at all times except during gauging or sampling. [District Rules 2201 and 4623]
Federally Enforceable Through Title V Permit

Operator shall visually inspect storage tank shell, hatches, seals, seams, cable seals, valves, flanges, connectors, and
any other piping components directly affixed to the tank and within five feet of the tank at least once per year for liquid
leaks, and with a portable hydrocarbon detection instrument conducted in accordance with EPA Method 21 for gas
leaks. Operator shall also visually or ultrasonically inspect as appropriate, the external shell and roof of the
uninsulated tank for structural integrity annually. [District Rules 2201 and 4623] Federally Enforceable Through Title
V Permit

Upon detection of a liquid leak from storage tank, defined as a leak rate of greater than or equal to 30 drops per
minute, operator shall repair the leak within 8 hours. For leaks with a liquid leak rate of between 3 and 30 drops per
minute, the leaking component shall be repaired within 24 hours after detection. [District Rules 2201 and 4623]
Federally Enforceable Through Title V Permit

Upon detection of a gas leak, defined as a VOC concentration of greater than 10,000 parts per million by volume
(ppmv) for the tank and 2,000 parts per million by volume (ppmv) for the tank vapor control system measured in
accordance with EPA Method 21, operator shall take on of the following actions: 1) eliminate the leak within 8 hours
after detection; or 2) if the leak cannot be eliminated, then minimize the leak to the lowest possible level within 8 hours
after detection by using best maintenance practices, and eliminate the leak within 48 hours after minimization. Inno
event shall the total time to minimize and eliminate a leak exceed 56 hours after detection [District Rules 2201 and
4623] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

$-2234-233-1 : Feb 25 2013 11:42AM ~ EDGEHILR



Conditions for S-2234-233-1 (continued) Page 3 of 3

18.

19.

20.

21.

22,

Components found to be leaking either liquids or gases shall be immediately affixed with a tag showing the component
to be leaking. Operator shall maintain records of the liquid or gas leak detection readings, date/time the leak was
discovered, and date/time the component was repaired to a leak-free condition. [District Rules 2201 and 4623]
Federally Enforceable Through Title V Permit

If a component type for storage tank is found to leak during an annual inspection, operator shall conduct quarterly
inspections of that component type on the tank for four consecutive quarters. If no components are found to leak after
four consecutive quarters, the operator may revert to annual inspections. [District Rules 2201 and 4623] Federally
Enforceable Through Title V Permit

Operator shall maintain an inspection log containing the following 1) Type of component leaking; 2) Date and time of
leak detection, and method of detection; 3) Date and time of leak repair, and emission level of recheck after leak is
repaired; 4) Method used to minimize the leak to lowest possible level within 8 hours after detection. [District Rules
2201 and 4623] Federally Enforceable Through Title V Permit

All records shall be maintained and retained on-site for a period of at least 5 years and shall be made available for
District inspection upon request. [District Rule 1070] Federally Enforceable Through Title V Permit

ATC S-2234-233-0 shall be cancelled upon implementation of this ATC. [District Rule 2201] Federally Enforceable
Through Title V Permit

$5-2234-233-1: Feb 25 2013 11:42AM — EDGEHILR



San Joaquin Valley 2
AIR POLLUTION CONTROL DISTRICT HEALTHY /

AUTHORITY TO CONSTRUCT

PERMIT NO: S-2234-234-1 ISSUANCE DATE: 02/25/2013
LEGAL OWNER OR OPERATOR: OCCIDENTAL OF ELKHILLS INC
MAILING ADDRESS: 10800 STOCKDALE HIGHWAY
BAKERSFIELD, CA 93311
LOCATION: GAS PLANT
SECTION SE-35, T-30S, R-23E
TUPMAN, CA

SECTION: NW35 TOWNSHIP: 30S RANGE: R23E

EQUIPMENT DESCRIPTION:
3000 GALLON GLYCOL SUMP TANK CONNECTED TO EXISTING GAS GATHERING SYSTEM

CONDITIONS

I. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2201] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. All equipment shall be maintained in good operating condition and shall be operated in a manner to minimize
emissions of air contaminants into the atmosphere. [District Rule 2201] Federally Enforceable Through Title V Permit

4.  Storage tank shall be equipped with a vapor recovery system consisting of a closed vent system that routes all VOCs
from the storage tank to a field gas gathering system. The vapor recovery system shall be APCO-approved and
maintained in leak-free condition. [District Rules 2201and 4623] Federally Enforceable Through Title V Permit

5. Storage tank and all piping, valves, and fittings shall be constructed and maintained in a leak-free condition. [District
Rules 2201 and 4623] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Poliution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

DAVID WARNER, Director of Permit Services

-2234-234-1: Feb 26 2013 11:42AM — EDGEHILR : Joint Inspection NOT Required

Southern Regional Office » 34946 Flyover Court » Bakersfield, CA 93308  (661) 392-5500 e Fax (661) 392-5585




Conditions for S-2234-234-1 (continued) Page 2 of 3

6.

10.

11.

12.

13.

14.

15.

16.

17.

For components affixed to the tank or within 5 feet of the tank a leak-free condition is defined as a condition without a
gas leak or a liquid leak. A gas leak is defined as a reading in excess of 10,000 parts per million by volume (ppmv), as
methane, above background on a portable hydrocarbon detection instrument that is calibrated to methane in accordance
with the procedures specified in EPA Test Method 21. A liquid leak is defined as the dripping of organic liquid at a
rate more than 3 drops per minute. A gas or liquid leak is a violation of this permit and shall be reported as a deviation.
[District Rule 2201] Federally Enforceable Through Title V Permit »

For components connecting the tank to the gas gathering system a leak-free condition is defined as a condition without
a gas leak or a liquid leak. A gas leak is defined as a reading in excess of 2,000 parts per million by volume (ppmv), as
methane, above background on a portable hydrocarbon detection instrument that is calibrated to methane in accordance
with the procedures specified in EPA Test Method 21. A liquid leak is defined as the dripping of organic liquid at a
rate more than 3 drops per minute. A gas or liquid leak is a violation of this permit and shall be reported as a deviation.
[District Rule 2201] Federally Enforceable Through Title V Permit

VOC fugitive emissions from tank and from components in piping from tank to vapor control system trunk line shall
not exceed 0.1 Ib/day. [District Rule 2201] Federally Enforceable Through Title V Permit

VOC fugitive emissions from tank vapor control system shall not exceed 0.1 Ib/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

For components affixed to the tank or within 5 feet of the tank, permittee shall maintain with the permit accurate
fugitive component counts and resulting emissions from tank components and from components in piping from the
tank to vapor control system truck line calculated using (ALR) equations for a 10,000 ppmv leak threshold included in
EPA, "Protocol for Estimating Leak Emissions" (EPA - 453/R-95-017, November 1995). [District Rule 2201]
Federally Enforceable Through Title V Permit

For components connecting the tank to the gas gathering system, permittee shall maintain with the permit accurate
fugitive component counts and resulting emissions from tank components and from components in piping from the
tank to vapor control system truck line calculated using (ALR) equations for a 2,000 ppmv leak threshold included in
EPA, "Protocol for Estimating Leak Emissions" (EPA - 453/R-95-017, November 1995). [District Rule 2201]
Federally Enforceable Through Title V Permit

Gas-leak concentration shall be determined by EPA Method 21. [District Rule 2201] Federally Enforceable Through
Title V Permit

Permittee shall comply with applicable monitoring, inspection, maintenance, and recordkeeping, and reporting
requirements of Rule 4409. [District Rule 4409] Federally Enforceable Through Title V Permit

Any tank gauging or sampling device on storage tank vented to the vapor recovery system shall be equipped with a
leak-free cover which shall be closed at all times except during gauging or sampling. [District Rules 2201 and 4623]
Federally Enforceable Through Title V Permit

Operator shall visually inspect storage tank shell, hatches, seals, seams, cable seals, valves, flanges, connectors, and
any other piping components directly affixed to the tank and within five feet of the tank at least once per year for liquid
leaks, and with a portable hydrocarbon detection instrument conducted in accordance with EPA Method 21 for gas
leaks. Operator shall also visually or ultrasonically inspect as appropriate, the external shell and roof of the
uninsulated tank for structural integrity annually. [District Rules 2201 and 4623] Federally Enforceable Through Title
V Permit

Upon detection of a liquid leak from storage tank, defined as a leak rate of greater than or equal to 30 drops per
minute, operator shall repair the leak within 8 hours. For leaks with a liquid leak rate of between 3 and 30 drops per
minute, the leaking component shall be repaired within 24 hours after detection. [District Rules 2201 and 4623]
Federally Enforceable Through Title V Permit

Upon detection of a gas leak, defined as a VOC concentration of greater than 10,000 parts per million by volume
(ppmv) for the tank and 2,000 parts per million by volume (ppmv) for the tank vapor control system measured in
accordance with EPA Method 21, operator shall take on of the following actions: 1) eliminate the leak within 8 hours
after detection; or 2) if the leak cannot be eliminated, then minimize the leak to the lowest possible level within 8 hours
after detection by using best maintenance practices, and eliminate the leak within 48 hours after minimization. Inno
event shall the total time to minimize and eliminate a leak exceed 56 hours after detection [District Rules 2201 and
4623] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

8-2234-234-1 : Feb 25 2013 11:42AM — EDGEHILR



Conditions for $-2234-234-1 (continued) Page 3 of 3

18.

19.

20.

21.

22.

Components found to be leaking either liquids or gases shall be immediately affixed with a tag showing the component
to be leaking. Operator shall maintain records of the liquid or gas leak detection readings, date/time the leak was
discovered, and date/time the component was repaired to a leak-free condition. [District Rules 2201 and 4623]
Federally Enforceable Through Title V Permit

If a component type for storage tank is found to leak during an annual inspection, operator shall conduct quarterly
inspections of that component type on the tank for four consecutive quarters. If no components are found to leak after
four consecutive quarters, the operator may revert to annual inspections. [District Rules 2201 and 4623] Federally
Enforceable Through Title V Permit

Operator shall maintain an inspection log containing the following 1) Type of component leaking; 2) Date and time of
leak detection, and method of detection; 3) Date and time of leak repair, and emission level of recheck after leak is
repaired; 4) Method used to minimize the leak to lowest possible level within 8 hours after detection. [District Rules
2201 and 4623] Federally Enforceable Through Title V Permit

All records shall be maintained and retained on-site for a period of at least 5 years and shall be made available for
District inspection upon request. [District Rule 1070] Federally Enforceable Through Title V Permit

ATC S-2234-234-0 shall be cancelled upon implementation of this ATC. [District Rule 2201] Federally Enforceable
Through Title V Permit

§-2234-234-1: Feb 25 2013 11:42AM — EDGEHILR



an Joaquin Valley A
AIR POLLUTION CONTROL DISTRICT HEALTHY Al

AUTHORITY TO CONSTRUCT

PERMIT NO: S-2234-239-1 ISSUANCE DATE: 02/25/2013
LEGAL OWNER OR OPERATOR: OCCIDENTAL OF ELKHILLS INC
MAILING ADDRESS: 10800 STOCKDALE HIGHWAY
BAKERSFIELD, CA 93311
LOCATION: GAS PLANT
SECTION SE-35, T-30S, R-23E
TUPMAN, CA

SECTION: Nw35 TOWNSHIP: 30S RANGE: 23E

EQUIPMENT DESCRIPTION:
500 BBL SLOP OIL TANK CONNECTED TO EXISTING GAS GATHERING SYSTEM

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2201] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. All equipment shall be maintained in good operating condition and shall be operated in a manner to minimize
emissions of air contaminants into the atmosphere. [District Rule 2201] Federally Enforceable Through Title V Permit

4. Storage tank shall be equipped with a vapor recovery system consisting of a closed vent system that routes all VOCs
from the storage tank to a field gas gathering system. The vapor recovery system shall be APCO-approved and
maintained in leak-free condition. [District Rules 2201and 4623] Federally Enforceable Through Title V Permit

5. Storage tank and all piping, valves, and fittings shall be constructed and maintained in a leak-free condition. [District
Rules 2201 and 4623] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from tne date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

LA

%)A ) WARNER, Director of Permit Services
/

278-239-1 : Feb 25 2013 11:42AM ~ EOGEHILR : Joint Inspection NOT Required

Southern Regional Office » 34946 Flyover Court « Bakersfield, CA 93308 » (661) 392-5500 « Fax (661) 392-5585



Conditions for $-2234-239-1 (continued) | Page 2 of 3

6.

10.

11.

12.

13.

14.

15.

16.

17.

A leak-free condition is defined as a condition without a gas leak or a liquid leak. A gas leak is defined as a reading in
excess of 10,000 parts per million by volume (ppmv) for tank components and for components in piping from the tank
to vapor control system truck line and 2,000 parts per million by volume (ppmv) for all other components including the
tank vapor control system, separators, heater, and pumps. The ppmv readings, as methane above background, shall be
taken using a portable hydrocarbon detection instrument that is calibrated to methane in accordance with the
procedures specified in EPA Test Method 21. A liquid leak is defined as the dripping of organic liquid at a rate more
than 3 drops per minute. A gas or liquid leak is a violation of this permit and shall be reported as a deviation. [District
Rules 2201 and 4623] Federally Enforceable Through Title V Permit

VOC fugitive emissions from tank and from components in piping from tank to vapor control system trunk line shall
not exceed 0.1 Ib/day. [District Rule 2201] Federally Enforceable Through Title V Permit

VOC fugitive emissions from tank vapor control system shall not exceed 0.1 Ib/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Permittee shall maintain with the permit accurate fugitive component counts and resulting emissions from tank
components and from components in piping from the tank to vapor control system truck line calculated using (ALR)
equations for a 10,000 ppmv leak threshold included in EPA, "Protocol for Estimating Leak Emissions" (EPA - 453/R-
95-017, November 1995). [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain with the permit accurate fugitive component counts and resulting emissions from the tank
vapor control system calculated using (ALR) equations for a 2,000 ppmv leak threshold included in EPA, "Protocol for
Estimating Leak Emissions" (EPA - 453/R-95-017, November 1995). [District Rule 2201] Federally Enforceable
Through Title V Permit

Gas-leak concentration shall be determined by EPA Method 21. [District Rule 2201] Federally Enforceable Through
Title V Permit

Permittee shall comply with applicable monitoring, inspection, maintenance, and recordkeeping, and reporting
requirements of Rule 4409. [District Rule 4409] Federally Enforceable Through Title V Permit

Any tank gauging or sampling device on storage tank vented to the vapor recovery system shall be equipped with a
leak-free cover which shall be closed at all times except during gauging or sampling. [District Rules 2201 and 4623]
Federally Enforceable Through Title V Permit

Operator shall visually inspect storage tank shell, hatches, seals, seams, cable seals, valves, flanges, connectors, and
any other piping components directly affixed to the tank and within five feet of the tank at least once per year for liquid
leaks, and with a portable hydrocarbon detection instrument conducted in accordance with EPA Method 21 for gas
leaks. Operator shall also visually or ultrasonically inspect as appropriate, the external shell and roof of the
uninsulated tank for structural integrity annually. [District Rules 2201 and 4623] Federally Enforceable Through Title
V Permit

Upon detection of a liquid leak from storage tank, defined as a leak rate of greater than or equal to 30 drops per
minute, operator shall repair the leak within 8 hours. For leaks with a liquid leak rate of between 3 and 30 drops per
minute, the leaking component shall be repaired within 24 hours after detection. [District Rules 2201 and 4623]
Federally Enforceable Through Title V Permit

Upon detection of a gas leak, defined as a VOC concentration of greater than 10,000 parts per million by volume
(ppmv) for the tank and 2,000 parts per million by volume (ppmv) for the tank vapor control system measured in
accordance with EPA Method 21, operator shall take on of the following actions: 1) eliminate the leak within 8 hours
after detection; or 2) if the leak cannot be eliminated, then minimize the leak to the lowest possible level within 8 hours
after detection by using best maintenance practices, and eliminate the leak within 48 hours after minimization. In no
event shall the total time to minimize and eliminate a leak exceed 56 hours after detection [District Rules 2201 and
4623] Federally Enforceable Through Title V Permit

Components found to be leaking either liquids or gases shall be immediately affixed with a tag showing the component
to be leaking. Operator shall maintain records of the liquid or gas leak detection readings, date/time the leak was
discovered, and date/time the component was repaired to a leak-free condition. [District Rules 2201 and 4623]
Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

§-2234-239-1 : Feb 25 2013 11:42AM — EDGEHILR



Conditions for $-2234-239-1 (continued) Page 3 of 3

18.

19.

20.

21.

If a component type for storage tank is found to leak during an annual inspection, operator shall conduct quarterly
inspections of that component type on the tank for four consecutive quarters. If no components are found to leak after
four consecutive quarters, the operator may revert to annual inspections. [District Rules 2201 and 4623] Federally
Enforceable Through Title V Permit

Operator shall maintain an inspection log containing the following 1) Type of component leaking; 2) Date and time of
leak detection, and method of detection; 3) Date and time of leak repair, and emission level of recheck after leak is
repaired; 4) Method used to minimize the leak to lowest possible level within 8 hours after detection. [District Rules
2201 and 4623] Federally Enforceable Through Title V Permit

All records shall be maintained and retained on-site for a period of at least 5 years and shall be made available for
District inspection upon request. [District Rule 1070] Federally Enforceable Through Title V Permit

ATC S-2234-239-0 shall be cancelled upon implementation of this ATC. [District Rule 2201] Federally Enforceable
Through Title V Permit
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